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tape or a barrier installed at a reasonable  distance from 
where the lead control work is performed.

3.2   USE OF HYGIENE FACILITIES

a.  Personnel and equipment shall be decontaminated when exiting the 
lead hazard control area.  The Contractor shall comply with the 
following personnel and equipment decontamination procedures:

(1)  HEPA vacuum outer garments and equipment.
(2)  Wet Wipe Equipment.
(3)  Remover outer layer of garments.
(4)  Thoroughly wash face and hands, if showering not required.
(5)  Shower (if applicable).
(6)  Remove Respirator (if applicable).
(7)  Exit lead hazard control area.

b.  The Contractor shall provide, and workers shall use, a change room 
to change into work clothing at the beginning of a work shift.  At 
the end of the work shift workers shall change back into street 
clothing and leave contaminated work clothing at the site for 
disposal or laundering.

c.  The Contractor shall provide an eating facility as free as 
practical from lead contamination.  Workers shall be allowed usage 
of the eating facility for rest/lunch breaks. 3.3   WASTE DISPOSAL 

PROCEDURES

3.3.1   Construction Debris and/or Sanitary Landfill Waste

The Contractor shall dispose of the following waste streams in a 
construction debris landfill:  Building Demolition Debris,  Used Personal 
Protective Equipment, and Disposable material from containment structures.

3.3.2   Waste Stream Classification

The Contractor shall determine the RCRA waste classification for all waste 
streams generated by the lead hazard control project.  The Contractor shall 
perform the sampling and analysis , evaluate analytical results and propose 
waste stream treatment and disposal requirements for the contract.  The 
Contracting Officer will approve waste stream treatment and disposal 
requirements proposed by the Contractor.

3.3.3   RCRA Subtitle C Hazardous Waste

The Contractor shall dispose of the following waste streams at the RCRA 
subtitle C Treatment Storage and Disposal Facility or at the RCRA subtitle 
C hazardous wastes landfill:   Dust and paint chips from HEPA vacuuming 
operations.

3.3.4   Discovery of Lead Based Paint

For any previously untested building components suspected to contain lead 
based paint and located in areas impacted by the work, the Contractor shall 
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notify the Contracting Officer (CO) who will have the option of ordering up 
to 50 bulk samples to be obtained at the Contractor's expense and delivered 
to a laboratory accredited under the National Institute of Standards and 
Technology (NIST) "National Voluntary Laboratory Accreditation Program 
(NVLAP)" and analyzed by PLM at no additional cost to the Government.    
Sampling activities undertaken to determine the presence of lead based 
paint shall be conducted by personnel who have successfully completed the 
EPA Model Accreditation Plan (MAP) "Building Inspector" training course 
required by 40 CFR 763, Subpart E, Appendix C.
Contractor will notify the CO about all structures that have not been 
inspected for lead based paint indicated in sheets C-1 and C-2.  CO will 
then notify Donna Maxey, IH, at 916-557-7437.

3.4   LEAD HAZARD CONTROL PROCEDURES, METHODS AND TECHNIQUES.

3.4.1   Encapsulation

The selection and use of liquid encapsulation products shall comply with 
ASTM E 1796.

3.4.1.1   Encapsulation with Non-Reinforced Liquid Coating

Non-reinforced liquid encapsulation coatings shall comply with ASTM E 1795.

3.4.1.2   Encapsulation with Reinforced Liquid Coating

Reinforced liquid encapsulation coatings shall comply with ASTM E 1797.

3.4.1.3   Encapsulation with Adhesively Bonded Systems

Surface preparation shall follow the selected manufacturer's surface 
preparation recommendations.  Loose paint shall be removed by wet 
scrapping.  Adhesively bonded floor tile shall be installed according to 
manufacturer's directions.  Manufacturer's adhesive recommendations shall 
be followed.  Adhesively bonded covers that are used for encapsulation 
shall not be used for friction surfaces or on deteriorated components; i.e. 
rotten wood, rusted steel, spalled plaster, and masonry in need of 
re-pointing; severely deteriorated paint films; or on surfaces in which 
there is a known incompatibility between two existing coating layers.

3.4.2   Paint Removal Methods

Prohibited paint removal methods shall include:  open flame burning or 
torching, including the use of heat guns having operating temperatures 
greater than 1,100 degrees F; machine sanding or grinding without HEPA 
exhaust; non-contained hydro blasting or high-pressure water wash; abrasive 
blasting or sandblasting without HEPA exhaust; dry scraping, except near 
electrical outlets or when using a heat gun.  Chemical paint removers are 
prohibited. 

3.4.2.1   Wet Scraping

Surfaces near electrical outlets shall not be moistened but shall be dry 
scraped only.  Loose material shall be scraped from the surface and 
deposited onto the containment plastic.  Damp scrapings shall be cleaned up 
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